
STATE OF UTAH FORM 3
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING AMENDEDREPORT
(highlight changes)

5. MINERALLEASE NO: 6. SURFACE:
APPLICATION FOR PERMIT TO DRILL UTU 7218 Federal

1A. TYPE OF WORK: DRILL REENTER DEEPEN
7. IF INDIAN,ALLOTTEEOR TRIBE NAME:

B. TYPE OF WELL: OIL GAS OTHER SINGLE ZONE MULTIPLEZONE
8. UNITor CA AGREEMENT NAME:

2. NAMEOF OPERATOR: 9. WELL NAMEand NUMBER:

Running Foxes Petroleum, Inc. Cisco 4-5-2
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND L, OR WILDCAT:

7060 B S. Tucson Way avy Centennial STATE CO ZîP 80112 (720) 889-0510
4. LOCATIONOF WELL(FOOTAGES) 11.MERR/QTARN TION, TOWNSHIP, RANGE,

ATSURFACE: 1520'fnl & 500' SW NW
gg SWNW 4 20S 24EIAT PROPOSED PRODUCING ZONE: Same as above

14. DISTANCE IN MILESAND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13. STATE:

9.5 miles North of Cisco, Utah Grand
UTAH

15. DISTANCETO NEAREST PROPERTY OR LEASE LINE(FEET) 16. NUMBEROF ACRES IN LEASE: 17. NJMBER OF ACRES ASSIGNED TO THIS WELL:

500 ft. 804 Acres 10 Acres
18. DISTANCE TO NEAREST WELL(DRILLING,COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIED FOR) ON THIS LEASE (FEET)

538 ft. 2,300 UTB 000207
21. ELEVATIONS(SHÓWWHETHER DF, RT, GR, ETC.): 22. APPROXIMATE DATEWORK WILLSTART: 23. ESTIMATED DURATION:

4607 ft. GL 2/18/2007 21 days

24. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY,YIELD,AND SLURRY WEIGHT

See Attached A thru G

25. ATTACHMENTS

VERIFY THE FOLLOWINGARE ATTACHED INACCORDANCE WITHTHE UTAHOILAND GAS CONSERVATIONGENERAL RULES:

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN

EVIDENCEOF DIVISIONOF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME(PLEASE PRINT) Neil D. Sharp TITLE Geologist

SIGNATURE DATE Ô/

(This space for State use o

011,W and MininG RECENED
API NUMBERASSIGNED: APPROVAL:

(11/2001) (S structio everse i DN,OF0\L,GAS&WNING

Mtionis
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0 O Attachment A
Running Foxes Petroleum, Inc.

7060B S. Tucson Way
Centennial, Colorado 80112

Managing Member: Greg Simonds (970) 361-6311
Consulting Geologist: Neil D. Sharp (303) 910-6751

Cisco 4-5-2 Drilling Plan
1520' fnl, 500' fwl (NW SW NW) Sec. 4 Twp. 20S Rge. 24E, SLM, Grand County, Utah

Location access (Refer to Attachment C & F): From Exit 214 I-70 (wb), turn to the right &
proceed North on Book Cliffs Road for 2.5 (+/-)miles. After 2.5 miles you will come to a four
way intersection. Turn onto the gravel road that goes to the NE direction from this intersection.
Continue on this road for 1.5 miles (+/-)before coming to the flagged access road on your left.
Proceed to the Northwest on flagged road for about a 1/4 mile (+/-).You will pass the Cisco 4-
5-3 well site and follow the marked road ending at the Cisco 4-5-2 well site. Exit 214 is 49 miles
northeast of Moab, UT via US 191, UT 128 and county road through Cisco, UT, 64 miles from
Moab via US 191 and I-70, 47 miles west of Grand Junction, CO via l-70 and 153 miles from
Vernal, UT via US 40 through Rangely, CO on CO 64, over Douglas Pass on CO 139to Loma,
CO and I-70.

Projected Tops: Mancos Shale Surface (Elevation GL 4607')
Dakota Fm marker 1387' Oil & natural gas (possible water)
Cedar Mountain Fm 1515' Natural Gas (possible water)
Morrison Fm
Brushy Basin Mbr 1615' Oil and Natural Gas
Salt Wash Mbr 1865' Natural Gas

Entrada Fm 2202' Oil and Natural Gas
TD 2300'

Construction program:
O Air, mist and/or foam circulation using 5-7% KCl water injection below Dakota

Minimum 1500 psi rated BOP with 500 psi rated diverter and 100' min. 4" blooie line to pit
Ô l1" hole to 120' below GL elevation to set 7" 23 ppf, J-55 (or better) surface casing with
Class A cement circulated back to surface. Estimate 50 sacks (2.2 cubic yards) with slurry yield
of 1.18 cubic feet per sack including 25% excess.
O 6 ½ " hole to 1350' below KB to set 4.5" 10.5ppf, J-55 (or better) long string and cement
with Class A slurry from TD to 400'. Estimate 121 sacks (5.3 cubic yards) with slurry yield of
1.18 cubic feet per sack including 25% excess.

Run 2 3/8" tubing for completion testing

Operations will be conducted during daylight hours only except possibly upon reaching TD,
running the long string and cementing same.

Casing decision will be made based upon drilled shows and no open-hole logs will be run.

Well will be killed with 5-7% KCl water or KCl/gel/polymer mud to run long string.

Depending upon circulation and gas/fluid influx conditions, a contingency plan to advance the
hole with mud below the Cedar Mountain Fm will be in
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January, 2007
Bureau of Land Management

Price, Moab and Monticello Field Offices, Utah
Application for Permit to Drill
On-Site Inspection Checklist

Company Running Foxes Petroleum, Inc. Well No. Cisco 4-5-2

Location: Sec._4_, T. 20S , R. 24E , Lease No. UTU-7218

On-Site Inspection Date 2007

Alloperations willbe conducted in such a manner that full compliance is made withapplicable laws,
regulations (43 CFR § 3100 & 43 CFR § 3160), Onshore Oiland Gas Orders, the approved plan of
operations and the conditions of approval. The operator is fully responsible for the actions of his
subcontractors. A copy of these conditions willbe fumished to the field representative to ensure
compliance.

A. DRILLINGPROGRAM

1. Surface Formation and Estimated Formation Tops: Mancos Shale surface, Dakota
Formation marker 1387', Cedar Mountain Formation 1515', Brushy Basin Member of
Morrison Formation 1615', Salt Wash Member of Morrison Formation 1865', Entrada
Formation 2202'.

2. Estimated Depth at Which Oil,Gas, Water or Other MineralBearinq Zones are Expected
to be Encountered:

Depth/Formation
Expected OilZones: 1387'lDakota, 1615'lBrushy Basin, 1865'/Salt Wash, 2202'lEntrada
Expected Gas Zones: 138T/Dakota, 15157Cedar Mtn, 1865'/Salt Wash, 2202'lEntrada
Expected Water Zones: Layers in any pre-Mancos formation can be saline aquifers
Expected Mineral Zones: 138T/Dakota (possible thincoal beds)

AIIfresh water and prospectively valuable minerals encountered during drilling willbe
recorded by depth and willbe cased and cemented. When possible, water flow rates will
be measured and samples will be takenand analyzed with the results being submitted to
BLM. All oil and gas shows will be tested to determine commercial potential. See
Attachment A.

3. Pressure Control Equipment -include schematics of the BOP and choke manifold,and
describe testingprocedures: Double ram (pipe and blind) BOP withminimumworking
pressure rating of 2000 psi equipped withaccumulator for remote operation and rotating
head/diverter with minimumworking pressure rating of 150 psi. BOP willbe tested for
ten minutes holding 1000 psi priorto drilling throughsurface casing shoe. See schematic
diagram of typicalequipment depicted by APD Attachment B

BOP systems willbe consistent with API RP 53 and Onshore Oil and Gas Order No. 2 as
allowed under the Greater Cisco Area variance dated May 14, 2003. Pressure tests of
the surface casing and all BOP equipment potentially subject to pressure will be
conducted before drilling the surface casing shoe. Blowout preventer controls willbe
installed prior to drilling the surface casing shoe and will remain in use untilthe well is
completed or abandoned. Ram preventers shall be inspected and operated each trip(no
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more than once a day is necessary), and annular preventers shall be inspected and
operated weekly to ensure good mechanicalworkingorder. These inspections shall be
recorded in the drilling log and in the daily drillingreport.

4. Casing Program and Auxiliarv Equipment -include casing size, weight, grade, threadand
coupling, setting depth and condition(new or acceptably reconditioned): 120' new 7" J-
55 ST&C 23 ppf (or better) surface casing. 2300' reconditioned 4.5" J-55 LT&C 10.5 ppf
(or better) long string casing.

5. Cement -include the cement type,density, yield, additives and amount used in setting
each casing string. Also include the anticipated cement fill-up. Ifstage cementing,
describe techniques: Surface casing willbe cemented to surface with an estimated 50
sacks (including 25% excess) of 15.6 ppg Class A slurry that yields 1.18 cubic feet per
sack. The long string willbe cemented from TD to 550' with 121 sacks (including 25%
excess) of 15.6 ppg Class A slurryyielding1.18 cubic feet per sack. Cello-flake willbe
added to control fluid loss.

Surface casing shall be cemented back to surface. Centralizers shall be run, at a
minimum,on the bottom threejointsof each casing string.

6. Mud Program and Circulatinq Medium -include mud components and weights. When air
drilling, also include: length and location of blooie line; description of the auto ignitor;
description of the deduster equipment; and amounts, types and characteristics of stand-
by mud: Circulating medium will be compressed air with 4-6% KCIwater solution injected
into the air stream to form mist to stabilize the hole and control dust. Foaming agents will
be used as needed to maintain circulation. Excessive fluidflows willbe controlled by
mixingKCI/gel/polymer mud as needed and the materials willbe held on standby in
Grand Junction, Colorado for such purposes. 100 bbis of water will be on the location for
use as killfluid. The blooie line willbe constructed of 4" minimumdiameter pipe that is at
minimum 100' in length. The igniter willbe a diesel fuel smudge pot.

Due to potential for contamination of usable quality water aquifers, chromates are banned
from Federal leases.

Sufficient mud materials will be stored on location to maintain wellcontrol and combat
lost circulation problems that might reasonably be expected.

7. Coring, Loqqinq and Testinq Program: No coring tests are planned, but open hole
logging is planned.

Initial opening of drill stem test toolswillbe restricted to daylight hours.

8. Abnormal Conditions, Bottom Hole Pressures and Potential Hazards -include anticipated
bottomhole pressure and/or pressure gradient. Also list anticipated lost circulationzones,
abnormal temperaturezones and possible hydrogen sulfide bearing zones: No abnormal
temperatureconditions or occurrences of hydrogen sulfide are known to exist in the
Greater Cisco Field. Zones of lost circulationare not expected, and are unlikely to be
recognized with the circulationsystem being used. The pressure gradient is normal to
subnormal. Formation pressure throughthe depths and formations to be penetrated at
this location will be no greater than 580 psi.

9. Any Other Aspects of this Proposal that should be Addressed: None.
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B. THIRTEEN POINT SURFACE USE PLAN
The dirt contractor willbe provided withan approved copy of the surface use plan of operations
before initiating construction.

1. Existing Roads:

a. Proposed route to location is depicted by APD Attachment C.

b. Location of well is 4.25 miles (+/-)North of Exit 214, see Attachment A & C.

c. The Grand County Road Department willbe made aware of the use of county
roads required by this proposal.

d. Plans for improvement and/or maintenance of existing roads: Willwater roads if
conditions warrant for controlof fugitive dust or clear mud during wet conditions.

2. Planned Access Roads:

a. Location (centerline): Well pad lies 538 ft. to the Northwest of the Federal
Lansdale 5 well site (P& A).

b. Length of new access to be constructed: 300 ft (+/-)from the northeast corner of
the Cisco 4-5-3 well pad to the Southeast corner of the Cisco 4-5-2 well pad,

c. No improvements needed on the county roads and Running Foxes Petroleum will
maintain lease roads on an as-needed basis.

d. Maximum totaldisturbed width: New roads to be constructed approximately 15
to 18 ft. wide for drilling. For production, the roads willbe constructed, upgraded,
and maintained witha widthof 25 ft. or less.

e. Maximum travelsurface width: 14 to 18 feet.

f. Maximum grades: Less than6%

g. Turnouts: Road intersections and well pads would be utilizedfor turnouts.

h. Surface materials: Native soils. If the roads willbe used by tankertrucksduring
wet, winter conditions, the road willbe surfaced with rock materials.

i. Drainage (crowning, ditching, culverts, etc): No drainage control will be provided
during drilling. During production, water turnoutsand/or roadside ditches will be
utilizedfor drainage and erosion control.

j. Cattleguards: None.

k. Length of new and/or existing roads which lie outside the lease or unit boundary
for which a BLM right-of-wayis required: N/A.

I. Other: In order to protect water shed values and minimize erosion Running
Foxes Petroleum willcommitto the following provisions during drilling operations



O O
and well pad constructionduring winter drillingmonths. When roads are to be
constructed during winter drilling months Running Foxes Petroleum willconstruct
access roads to the well pad comprised of 2" to 3" deep road base by a widthof
14'. The road base used willbe that acquired from the BLMborrow pit in S29
T20S R24E. This road will then be maintained year round by Running Foxes
Petroleum.

Surface disturbance and vehicular travelwill be limited to the approved location and
access road. Any additional area needed must be approved by BLM in advance.

If a right-of-wayis necessary, no surface disturbing activities shall take place on the
subject right-of-wayuntilthe associated APD is approved. The holder willadhere to
conditions of approval in the Surface Use Program of the approved APD, relevant to any
right-of-wayfacilities.

Ifa right-of-wayis secured, boundary adjustments in the lease or unit shall automatically
amend this right-of-wayto include that portion of the facility no longer contained within
the lease or unit. In the event of an automatic amendment to this right-of-waygrant, the
prior on-leaselunit conditions of approval of thisfacility will not be affected even though
theywould now apply to facilitiesoutside of the leaselunit as a result of a boundary
adjustment. Rental fees, if appropriate shall be recalculated based on the conditions of
thisgrant and the regulations in effect at the timeof an automatic amendment.

Ifat any timethe facilities located on public lands authorized by the terms of the lease are
no longer included in the lease (due to a contraction in the unit or other lease or unit
boundary change) the BLMwill process a change in authorization to the appropriate
statute. The authorization will be subject to appropriate rental, or other financial
obligations determined by the BLM.

If the well is productive, the access road willbe rehabilitated or brought to Resource
(Class III) Road Standards within 60 days of dismantling the rig. If upgraded, the access
road must be maintained at these standards until the well is properly abandoned. If this
timeframe cannot be met, the Field Office Manager will be notifiedso that temporary
drainage control can be installed along the access road.

3. Location of Existing Wells -APD Attachment D depicts the locations of wells near the
location. Within a one mile radius there is 1 producible oiland/or gas wells. There are no
water, injection or disposal wells operating in that area and there are no drilling wells.

4. Location of Production Facilities:

a. On-site facilities: If production of oiland gas is established, the on-site facilities
willinclude wellhead, 3-phase separator, production storage tank,water
evaporation pit and gas meter with enclosure. See APD Attachment E for the
layout of the on-site facilities.

b. Off-site facilities: None.

c. Pipelines: None

AIIpermanent (in place for six months or longer) structures constructed or installed
(including oilwell pump jacks)will be painted a flat, non-reflective color to match the
standard environmental colors, as determined by the Rocky Mountain Five-State
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Interagency Committee. All facilitieswillbe painted withinsix months of installation.
Facilities required to complywith the Occupational Safety and Health Act (OSHA) may
be excluded. Colors willbe as follows: Shades that match native soils in the area.

AIIsite security guidelines identified in 43 CFR § 3162.7-5 and Onshore Oil and Gas
Order No. 3 shall be followed.

Ifa gas meter run is constructed, it willbe located on lease within500 feet of the
wellhead. The gas flowline will be buried from the wellhead to the meter and will be
buried downstream of the meter untilit leaves the pad. Meter runs willbe housed and/or
fenced. The gas meter shall be calibrated priorto first sales and shall be calibrated
quarterly thereafter. All gas production and measurement shall comply with the
provisions of 43 CFR § 3162.7, Onshore Oiland Gas Order No. 5, and American Gas
Association (AGA) Report No. 3.

Ifa tank battery is constructed on this lease, it willbe surrounded by a berm of sufficient
capacity to contain 1½ timesthe storage capacity of the largest tank. All loading lines
and valves willbe placed inside the berm surrounding the tank battery. AIIoilproduction
and measurement shall conform to the provisions of 43 CFR § 3162.7 and Onshore Oil
and Gas Order No. 4.

Production facilities on location may include a lined or unlined produced water pit as
specified in Onshore Oil and Gas Order No. 7. Ifwater is produced from the well, an
application in conformance with Order No. 7 must be submitted.

5. Location and Type of Water Supply:

Allwater needed for drilling purposes willbe obtained from (describe location and/or
show on a map): Commercial sources such as Ute Water in Mack, Colorado or the
Thompson Special Service District in Thompson, Utah.

A temporarywater use permit for thisoperation could be obtained from the Utah State
Engineer in Price, Utah at (801) 637-1303 but will not be necessary.

Water obtained on private land, or land administered by another agency, will require
approval from the owner or agency for use of the land.

6. Source of Construction Material:

Pad construction material will be obtained from (if the source is Federally owned, show
location on a map): On site native soils and substrate.

The use of materials under BLMjurisdictionwillconform to 43 CFR § 3610.2-3.

7. Methods of Handling Waste Disposal:

The blooie and reserve pits willbe constructed in Mancos Shale, a bentonite-rich
aquitard.

The blooie pit willbe located at least 100' from the wellhead, and the pitwalls will be
sloped at no greater than 1 to 1.

The blooie pit shall be located in cut material, with at least 50% of the pit volume being
below originalground level. Three sides of the reserve pit will be fenced before drilling
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starts. The fourth side willbe fenced as soon as drillingis completed, and shall remain
until the pit is dry. As soon as the reserve pit has dried, all areas not needed for
productionwillbe rehabilitated.

Trash must be contained in a trash cage and hauled away to an approved disposal site
as necessary but no later than at the completion of drilling operations.

8. Ancillary Facilities: Portable toilet.

9. Well Site Layout -depict the pit, rig, cut and fill,topsoil,etc. on a plat witha scale of at
least 1"=50'. See APD Attachment F. No significantcuts or fills will be required for
proposed operations.

AIIwells, whether drilling, producing, suspended, or abandoned, willbe identified in
accordance with 43 CFR § 3162.6.

Access to the well pad willbe from the South as depicted by APD Attachments E and F.

The blooie line will be located at a 30 degree angle to the drilling rig, arranged in a
straight path with its outlet at least 100 feet from the well head where a diesel smudge
pot willserve as an automatic igniter. See APD Attachment F.

To minimizethe amount of fugitivedust and spray escaping from the blooie pit,water will
be injected into the compressed air stream used for the well circulationsystem and the
blooie line effluent willbe directed towarda high earth bank at the opposite end of the pit.

10. Plans for Restoration of the Surface:

The toptwo inches of topsoilmaterial willbe removed from the location and stockpiled
separately on the margins of the location. See APD Attachment F.

Topsoil along the access road willbe reserved in place adjacent to the road.

Immediately upon completion of drilling, all equipment that is not necessary for
production shall be removed.

The reserve pit and that portionof the location not needed for production willbe
reclaimed.

Before any dirt work to restore the location takes place, the reserve pit must be
completely dry.

AIIroad surfacing will be removed priorto the rehabilitationof roads.

Reclaimed roads willhave the berms and cuts reduced and willbe closed to vehicle use.

AIIdisturbed areas willbe recontoured to replicate the natural slope.

The stockpiled topsoilwill be evenly distributed over the disturbed area.

Prior to reseeding, all disturbed areas, including the access roads, will be scarified and
left with a rough surface.

Seed willbe broadcast or drilled between October 1 and December 15, or at a time
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specified by the BLM. Ifbroadcast, a harrow or some other implement willbe dragged
over the seeded area to assure seed coverage.

The followingseed mixturewillbe used: Indian ricegrass 4 pounds per acre, Fourwing
saltbush 2 pounds per acre and Shadscale 2 pounds per acre.

The abandonment marker willbe one of the following, as specified by BLM:
1) at least four feet above ground level,
2) at restored ground level, or
3) below ground level.

In any case the marker shall be inscribed with the following: operator name, lease
number, well name and surveyed description (township,range, section and either
quarter-quarter or footages).

Additional requirements: N/A.

11. Surface and Mineral Ownership: The surface and mineralsare Federally owned.

12. Other Information:

a. Archeological Concerns: Inventory willnot be made of any resources in the
disturbed area of the well site and upgraded road.

The operator is responsible for informing all persons in the area who are
associated with thisproject that theywillbe subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, the operator is to
immediately stop work that mightfurther disturb such materials, and contact the
BLM Field Office. Within five (5) working days, the BLMwillinform the operator
as to:

- whether the materialsappear eligiblefor the National Register of
Historic Places;

- the mitigationmeasures the operator willlikely have to undertake
before the site can be used (assuming in situ preservation is not
necessary); and

- a timeframe for the BLMto complete an expedited review under 36
CFR § 800.11 to confirm,throughthe State Historic Preservation Officer,
that the findings of the BLMare correct and that mitigationis appropriate.

If the operator wishes, at any time,to relocate activities to avoid the expense of
mitigationand/or the delays associated with this process, the BLMwillassume
responsibilityfor whatever recordation and stabilization of the exposed materials
may be required. Otherwise, the operator willbe responsible for mitigationcosts.
The BLMwillprovide technicaland procedural guidelines for the conduct of
mitigation. Upon verification from the BLM that the required mitigationhas been
completed, the operator willthen be allowed to resume construction.

b. Threatened and Endangered Species Concerns: None.

c. Wildlife Seasonal Restrictions: None.
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d. Off Location Geophysical Testing: None.

e. Drainage crossings that require additional State or Federal approval: None.
f. Other: N/A.

13. Lessee's or Operator's Representative and Certification

Representative:

Name: Neil D. Sharp

Title: Geologist

Address: 7060B S.Tucson Way
Centennial, Co. 80112

Phone No.: (303) 617-7242

Certification:

I hereby certifythat I, or persons under my direct supervision, have inspected the
proposed drill site and access route; that I am familiarwith the conditions which currently
exist; that the statements make in thisAPD package are, to the best of my knowledge,
true and correct; and that the work associated with the operations proposed herein willbe
performed by Running Foxes Petroleum, Inc. and its contractors and subcontractors in
conformitywith thisAPD package and the termsand conditions under which it is
approved. I also certify responsibilityfor the operations conducted on that portion of the
leased lands associated with thisapplication,with bond coverage being provided under
BLM bond no. UTB-000207. This statement is subject to the provisions of 18 U.S.C. §
1001 for the filing of a false statement.

Signatu

Title Dat /



Pressure control system for Greater Cisco Field Operations
In compliance with Greater Cisco Area variance from Onshore O&G Order No. 2 dated May 14, 2003

Not drawn to scale

O
ROTATING CONTROL DRILLSTRING

HEAD 2000 PSI WP

DOUBLE RAM BOP -

2000-3000 PSI WP
4" BLOOIE LINE STRAIGHT TO PIT

DRILLING FLANGE
) 2" BLEED-DOWNIFLOW LINE TO PIT

2000 PSI WP
2" KILLLINE TO RIG PUMP AND TAN

2000 PSI WP

SURFACE CASING



. N Cisco 4-5-2Running Foxes Petroleum
S4 T20S R24ECisco Springs Project W F
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Attachment D
N Cisco 4-5-2

Running Foxes Petroleum S4 T20S R24E
Cisco Springs Project W E 1520' fnl & 500' fwl, NW SW NW
Grand County, Utah s Elevation: 4607 ft. GL

Cisco 4-5-2

Distance from exit 2 4 ([-70wb) to Òisco -5- is 4 25 r iÏe ( I-)

L A

I

Proposed Well: Cisco 4-5-2 County Roads --- Road to Proposed Well
BLMLease Boundary (UTU7218) ElkGathering System



Equipment Layout for Three Phase Production
Scale: 1"=50'

N

Water disposal pit
200'

Leveled area approx
Storage tanks 37,500 sq ft preserved

from drillingoperation
Well head Pumping unit

100'

Gas meter
3 phase separator '

& enclosure
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Attachment F

DrillingOperation Pad & Equipment Layout
Propetroco, Inc. Number 1 Rig or Equivalent Mobile Drilling Rig

N
Top SoilWindrow Top Soil Windrow

200 feet

Water Tank
Steel Mud Pits .

Aux Mud Pump Pipe Trailer ...

Aux Ai DrillRig

Water Truck Casing Racks

Dog House/Tools

O Portable Toilet
100 feet i i 1Q0feet I

Top Soil Windrow Access Window Top Soil Windrow

+ Well Head Scale: 1 inch=50 feet Gross possible disturbed area 170 x 270 feet

Access roads typically16 feet to 18 feet wide with maximum disturbed width 25 feet

Cut and Fill Diagrams (not
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NOTICE OF
ASSESSMENT

OF
GREENRIVERCANAL CO;

-GREENRIVER,UTAH

Notice is hereby given that at a meetingof the board of directorsheld on

October 09, 2005, an assessment of $12.00 per share was levied on the capital and/or

secondary stock of the corporadan payable at the office of the undersigned

secretaryat Green River, Utah on or before:

NOVEMBER 30, 2005

pumuant ArticioXV, of the Articles of

the c levied a servicecharge of $50.00against each

older for.the year 2005.

upon which
inay temain unpaid on

NovEMBER 30, 2ggg, a be deBaquent and adverused for sale at public auctica

and unless payment is made beûne wgl be sold on December 31, 2005 to pay said

denaquencies logether with the cost of advertising små expense of anle.

Sec
Green River , Utah

Total Shares 1 .

Stock A- $ 12.00
Service Charge S 50.00 · ·

TOTAL DUE S 62.00

Board of Directors Green River Canal Company:
Glenn Baxter Von Bowerman Edward Hansen
Dean King Tim Vctere DUE NO LATER TRAN NOV



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 01/18/2007 API NO. ASSIGNED: 43-019-31517

WELL NAME: CISCO 4-5-2

OPERATOR: RUNNING FOXES ( N2195 ) PHONE NUMBER: 720-889-0510

CONTACT: NEIL D. SHARP

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWNW 04 200S 240E .Tech Review Initials Date
SURFACE: 1520 FNL 0500 FWL
BOTTOM: 1520 FNL 0500 FWL Engineering

COUNTY: GRAND
Geology

LATITUDE: 39.09936 LONGITUDE: -109.2739

UTM SURF EASTINGS:649265 NORTHINGS: 4329012 Surface

FIELD NAME: GREATER CISCO ( 205 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU 7218 PROPOSED FORMATION: ENRD

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed [1] Ind [] Sta [] Fee [] Unit:
No. UTB 000207 )

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

(No. MUNICIPAL )
/ brilling Unit

RDCC Review (Y/N)
(Date: )

Board Cause No:
Eff Date:

Fee Surf Agreement (Y/N) Siting: «

Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:
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OPERATOR: RUNNING FOXES PETRO (N2195)

SEC:4 T.20S R. 24E

FIELD:GREATER CISCO (205)

COUNTY:GRAND

CAUSE: 102-16(B) / 9-26-1W
ells ISAtatus

x LOCATION ABANDONED
e NEW LOCATION

Field Status Unit Status PLUGGED & ABANDONED
ABANDONED EXPLORATORY PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OIL

NF PP OIL y SHUT·IN GASCOMBINED NF SECONDARY e SHUT-IN OIL \V E
IN NDING

)s( TEnMP AEBANDONED

T TTO G THERML & WATER INJECilON S
PP OIL g WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY g WATER DISPOSAL DATI: 22-jANUARY-2007
TERMINATED .



JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah January 23, 2007

Department of
Natural Resources

MICHAEL R. STYLER
ExecutiveDirector Running Foxes Petroleum, Inc.

7060 B S. Tucson WayDivision of Centennial, CO 80112
Oil, Gas & Mining

JOHN R. BAZA
Division oirector Re: Cisco 4-5-2 Well, 1520' FNL, 500' FWL, SW NW, Sec. 4, T. 20 South,

R. 24 East, Grand County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-019-31517.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Grand County Assessor
Bureau of Land Management, Moab District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340•facsimile (801) 359-3940•TTY (801) 538-7458 •



Operator: Running Foxes Petroleum, Inc.
Well Name & Number Cisco 4-5-2

API Number: 43-019-31517
Lease: UTU 7218

Location: SW NW Sec._4_ T. 20 South R. 24 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to



REC IVEB
(S$2'oos) MOASF LDOFFICg gg

ExpiresMarch31,2007
UNITED STATES

DEPARTMENT OF THE INTERIOR se

BUREAU OF LAND MANAGEMENT

APPLICATIONFOR PERMIT TO DRILL OR REENTER - -

6 Igot! or TribeName

la. Typeofwork: DRILL REENTER
f IfUnitor CAAgreement,NameandNo.

8. LeaseNameandWellNo.
Ib. TypeofWell: OilWell Gu Well Oder SingleZone MultipleZone Cisco 4-5-2

1 NameofOperator 9. API WellNo.
Running Foxes Petroleum, Inc.

3a. Address 7060B South Tucson Way 3b. PhoneÑo.(includeama code) 10 FieldandPool,orExploratory

Centennial, CO 80112 720-889-0510 Agate

4. Locationof Well(ReponIomdonclearly and in anonimœ with any Sm aq:imneng.*) ll . Sec.,T. R.M. or Blk.andSurveyorArea

Atsurface 1520' ful & 500' fwl NW SW NW

Atproposedprod.zone Same as above
S4 T20S R24E

14.Distanceinmilesanddirectionfromnearesttownorpostedice* 12. Countyor Parish 13 State

9.5 miles North of Cisco, Utah Grand UT

15. Distancefromproposed*
500 g 16. No.of acresinlease 17 SpacingUnitdedicatedto thiswell

locationlo nearest
propertyor leaseline,it
(Alsotonearest drig.unit line,if any) 804 Acres 10 Acres

18. Distancefromproposedlocation* 19.ProposedDepth 20. BLM/BIABondNo.onfile
tonearestwell, drilling,completed,
appliedfor,on this lease,ft 538 R. 2300 n. UTB 000207

21. Elevations(Showwhether DF,KDB,RT,GL,etc.) 22 Approximatedateworkwill start* 23 Estimatedduration

4607 ft. GL 02/18/2007 21 days

24. Attachments

Thefollowing,completedinaccordancewiththerequirementsof OnshoreOilandGasOrderNo.1,nást beattacliedtoAlisfo :

1. Wellplatcertifiedbya registered surveyor. 4. Bondtocoverthe operationsunlesscoveredby anexistingbondon file(see

2. A DrillingPlan. Item20 above).

3. A SurfaceUse Plan(if the locationis on NationalForestSystemLands,the 5. Operatorcertification
SUPOmust befiledwiththeappropriateForestServiceOffice). 6. Suchothersitespecificinformationand/orplansas maybe required bythe

25deSign NameNenntDe ped) Da

Approvedby(Signanne) Name (Prime ) Date

Title ASSIStE • Office DivisionOf %SOUTC6S

Applicationappro al d s no wam o rt tha t plicantholdslegalorequitabletitlelo t s ts t b ËIËasewhichwouldentitletheapplicantto
conductoperationsthereon.
Conditionsof approval,if any,areattached.

Title 18U.S.C.Section1001andTitle43 U.S.CSection1212,makeita crimeforanypersonknowinglyand willfully tomaketo anydepartmentor agencyofthe United
Statesanyfalse,fictitiousor fraudulentstatementsorrepresentationsas toanymatterwithin itsjurisdiction.

*(Instructions on page 2)

COND10FSOfAPPROVALATTACHED
RECElVED
MAY1 52007

DIVOFCIL,GAS&
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Located 1520 feet FNL and 500 feet FWL in Section 4, T20S, R24E, SLM.

Grand County, Utah

UDELL S. WILLIAMS
Professional Land Surveyor
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Running Foxes Petroleum, Inc.
Well No. Cisco 4-5-2
Lease UTU-7218
SWINW Section 4, T20S, R24E
Grand County, Utah

A COMPLETE COPY OF THIS APPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONSOF APPROVAL

Approval of this application does not warrant or certifythat the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that Running Foxes Petroleum, Inc. is considered to be the operator of the above
well and is responsible under the terms and conditions of the lease for the operations conducted
on the leased lands.

Bond coverage for this well is provided by BLMbond no. UTBOOO207(Principal - Running
Foxes Petroleum, Inc.) via surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibilityare met.

This permit will be valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oiland Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, willbe considered a violation subject to the enforcement provisions
of 43 CFR Subpart



A. DRILLINGPROGRAM

1. The proposed 2M BOPE with a modifiedchoke manifold (bleed line) is adequate
for anticipated conditions. Installation, testing and operation of the system shall
be in conformance with Onshore Oiland Gas Order No. 2. Testing the BOP to a
pressure of 1500 psi is adequate.

2. Concurrent approval from the State of Utah, Division of Oil,Gas & Mining
(DOGM) is required before conducting any surface disturbing activities.

3. Drilling reports, which describe the activities of each day, shall be submitted to
the BLM Moab Field Office on a weekly, or more frequent, basis. In addition to a
daily summary of activities, drilling reports shall include the drilling fluid weight,
details of casing and cement, water flows, lost circulation zones and any other
information that would contribute to the understanding of drilling conditions.

4. Reconditioned casing must be tested and verified to have wall thickness of at
least 87.5% of the nominal thickness of new casing.

5. The requirements for air drilling, found in Onshore Oil and Gas Order No. 2, part
Ill, E (Special DrillingOperations), shall be followed.

6. The cement height behind the production casing shall be designed to reach a
minimum of 100 feet above the top of the Dakota Sandstone to ensure adequate
isolation of that hydrocarbon bearing



B. SURFACE USE PLAN

1. In order to protect nesting raptors, no road/well pad construction or drilling
operations willbe authorized between March 1 and August 31. The limitation does
not apply to maintenance and operation of producing wells. Exceptions to this
limitation may be specified in writing by the Moab Field Office, and exceptions will
require nesting raptor surveys completed by a biological contractor.

Burrowing owlnests identified during nesting raptor surveys willbe avoided by a 1/4
mile buffer and other raptor nest sites will be avoided by a 1/2 mile buffer.

Note: WestWater Engineering completed a nesting raptor survey of the
project area during April, 2007. No nesting raptors were identified near the
proposed wells. Based on the survey and report from WestWater
Engineering, an exception to the Condition of Approval for nesting raptors
will be granted through February 28, 2008.

2. In order to protect pronghorn antelope during the fawning period, no road/wellpad
construction or drilling operations will be authorized between May 1 and June 15.
The limitation does not apply to maintenance and operation of producing wells.
Exceptions to this limitation may be specified in writing by the Moab Field Office.

3. The new road constructed to access the well willbe constructed and maintained to
BLM Resource Road standards (from The Gold Book). Prior to drilling operations,
the new road constructed to access the well will be surfaced with rock materials.

The maps with the APD do not include adequate details for the route of new road
construction. The routes authorized for new construction are staked and flagged.

4. Dust control willbe provided during construction and drilling operations by spraying
fresh water on new road construction, roads being maintained, and the well pad.

5. The operator willbe responsible for weed control on the disturbed areas within the
limits of the well pad and road construction. The operator will be responsible for
consultation with the authorized officer and/or local authorities for acceptable weed
control methods.

6. The operator shall maintain the existingroads in a safe, usable condition,as directed
by the Moab Field Officeand Grand County Road Department. The maintenance
program shall include, but is not limited to, blading, ditching, installing culverts,and if
needed, surfacing the road with rock materials. The operator shall conduct all
activities associated with the Grand County roads within the existing surface
disturbances of the maintained roads. The operator shall repair all damages to the
county roads resulting from traffic associated with constructing, drilling, and
producing the



C. REQUIRED APPROVALS,REPORTS AND NOTIFICATIONS

Required verbal notificationsare summarized in Table 1, attached.

Buildinq Location- Contact the Moab Field Office,Natural Resource Protection Specialist at least
48-hours prior to commencing construction of location.

Spud- The spud date will be reported to BLM24-hours prior to spudding. Written notification in
the form of a Sundry Notice (Form 3160-5) willbe submitted to the Moab Field Office within 24-
hours after spudding, regardless of whether spud was made with a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports shall detail the progress and status of the well and
shall be submitted to the Moab Field Officeon a weekly basis.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS)on a monthlybasis.

Sundry Notices- There will be no deviation from the proposed drilling and/or workover program
without prior approval. "Sundry Notices and Reports on Wells" (Form 3160-5) will be filed with
the Moab Field Officefor approval of all changes of plans and subsequent operations in
accordance with 43 CFR 3162.3-2. Safe drilling and operating practices must be observed.

Drillinq Suspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. Allconditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- Ifcultural resources are discovered during construction, work that might
disturb the resources is to stop, and the Moab Field Office is to be notified.

First Production- Should the well be successfully completed for production, the Moab Field
Officewillbe notified when the well is placed in producing status. Such notificationmay be made
by phone, but must be followed by a sundry notice or letter not later than five business days
following the date on which the well is placed into production.

A first production conference will be scheduled as soon as the productivity of the well is
apparent. This conference should be coordinated through the Moab Field Office. The Moab
Field Officeshall be notifiedprior to the first sale.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be submitted to the Moab
Field Office not later than thirty-daysafter completion of the well or after completion of
operations being performed, in accordance with 43 CFR 3162.4-1. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
willbe submitted to the Moab Field



VentinqlFlarinq of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf,whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered shut-in until the gas can be captured or approval
to continue the venting/flaring as uneconomic is granted. In such case, compensation to the
lessor (BLM) shall be required for that portion of the gas that is vented/flared without approval
and which is determined to have been avoidably lost.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Officefor approval pursuant to Onshore Oiland Gas Order No.7.

Off-Lease Measurement, Storage, Comminqlinq-Prior approval must be obtained from the Moab
Field Officefor off-lease measurement, off-lease storage and/or commingling (either down-hole
or at the surface).

Pluqqinq and Abandonment- If the well is completed as a dry hole, plugging instructions must be
obtained from the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Form 3160-5) willbe filed with the Moab Field Office
within thirty-days following completion of the wellfor abandonment. This report will indicate
where plugs were placed and the current status of surface restoration. Upon completion of
approved plugging, a regulation marker will be erected in accordance with 43 CFR 3162.6. Final
abandonment will not be approved until the surface reclamation work required by the approved
APD or approved abandonment notice has been completed to the satisfaction of the Price Field
Office or the appropriate surface managing agency.

TABLE 1
NOTIFICATIONS

Notify Rich McClure (435-259-2127) or Jack Johnson (435-259-2129) of the BLM Moab Field
Officefor the following:

2 days prior to commencement of dirt work, construction and reclamation (McClure);

1 day prior to spud (Johnson);

50 feet prior to reaching the surface casing setting depth (Johnson);

3 hours prior to testing BOPs (Johnson).

If the people at the above numbers cannot be reached, notify the Moab Field Office at 435-259-
2100. If unsuccessful, contact the person listed below.

Well abandonment operations require 24 hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained by calling the Moab Field Office at
435-259-2100. Ifapproval is needed after work hours, you may contact the following:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: RUNNING FOXES PETROLEUM INC

Well Name: CISCO 4-5-2

Api No: 43-019-31517 Lease Type: FEDERAL

Section 04 Township 20S Range 24E County GRAND

Drilling Contractor MAJOR DRILLING AMERICA RIG #

SPUDDED:
Date 07/06/07

Time 9:00 AM

How DRY

Drilling wi/I Commence:

Reported by NEIL SHARP

Telephone # (970) 433-5551

Date 07/06/07 Signed



STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Running Foxes Petroleum, Inc Operator Account Number: N 2195

Address: 7060 B South Tucson Way

city Centennial

state CO zip 80112 Phone Number: (720) 889-0510

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931517 Cisco 4-5-2 SWNW 4 20S 24E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

A ' 7/6/2007

Comments:

weilA2PI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

wellAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Kent Keppel

B - Add newwell to existingentity(groupor unit well) Name (Please Print)

C - Re-assign well from one existingentityto another existing entity /g a

D - Re-assign well from one existing entityto a new enti Si ature

E - Other (Explain in 'comments' section) ggchvED Landman 7-£ -ffY>f
Title Date

JUL09 2007
(5/2000)

DN.0F0\L,GAS&



Form 3160-5 UNITEDSTATES FORMAPPROVED
(February2005) DEPARTMENTOF THE INTERIOR EO

1 007
BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS 010 7218

Do not use this form for proposals to drill or to re-enter an 6. If Indian, Allotteeor TribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposals.

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. If UnitorcA/Agreement, Nameand/or No.

1. Type o
ilWell O GmWell Other 8. WellNameand No

2. Nameof
Cisco4-5-2A

Running Foxes Petroleum 9. API Well No.

3a Address 3b. PhoneNo. (include area code) 43-019-31517

7060 B South Tucson Way Centennial, CO 80112 720-889-0510 10.FieldandPool,or ExploratoryArea

4. LocationofWell (Footage,Sec , T.,R.,M.,or SurveyDescnption) Greater Cisco

1520' fnl & 504' fwl NW SW NW
11. Countyor Parish, State

S4 T20S R24E Grand County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDIIŒ, REPORT, OR GIHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

O Acidize Deepen Produedon (Start/Resume) War Shut-Off

ONotice of Intent AlterCasing FractureTreat Reclamation WeßIntegy

SubsequentReport Coing Repair NewConstruction Recomplete Other

O ChangePlans PlugandAbandon TemporarilyAbandon Well Information

O FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedorCompletedOperation(clearly stateall pettinentdetails,includingestimated startingdateof any proposedwork and approximatedurationthereof

If theproposalis todeependirectionallyor recomplete horizontally,givesubsurfacelocationsandmeasuredandtruevertical depthsof all pertinentmarkers and zones.

Attach theBondunder which thework willbeperformedor providetheBondNo. on filewithBLM/BIA.Requiredsubsequent reports must befiledwithin 30days

followingcompletionoftheinvolvedopemtions.If theoperationresults ina multiplecompletionor recompletionin a new interval,a Form 3160-4must be filedonce

testinghasbeencompleted.FinalAbandonmentNoticesmust befiledonlyafterall requirements, includingreclamation, havebeencompleted,andtheoperator has
determinedthatthesiteis ready forfinalinspection)
Spud Date: July 9, 2007
Completion Date: July 14, 2007
Elevation: 4607 ft. GL 4612 ft. KB
Total Depth: 1698.5' GL (Brushy Basin)
PBTD: 1689' GL (Brushy Basin)
Surface Casing (24#lJ55): 8 5/8 inch x 163 ft. (129 sacks; Class A Cement)
Production Casing (10.5#lJ55): 4.5 inch x 1689 ft. (90 sacks; Class A Cement)

*This well has not been tested. Well will be tested upon completion of the Running Foxes Petroleum Tap into the Northwest Pipeline. A full well

completion report will be submitted once the well's final status is determined.

RECEIVED
SEP13 2007

14. I hereby certify that the foregoing is true and correct
Name (Printed/Type* UIVOFOI

Neil D. Sharp Title Geologist L,GAS&MINING

Ml SP FOR FEDERAL OR STATE FICE USE

Approvedby Title Date

Conditionsof approval,ifany,are attached. Approvalof this noticedoesnot warrant or

certifythattheapplicantholdslegalor equitabletitleto thoserightsin the subjectlease Office
which would entitlethe applicantto conductoperationsthereon.

Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crime forany personknowinglyand willfully to make to any departmentor agency ofthe United
Statesanyfalse,fictitiousor fraudulentstatementsor representations asto anymatterwithin its jurisdiction.

(Instructions on page



Daily Drilling Report
Operator: Running Foxes Petroleum Location: NW SW NW Coord.: 1520' fnl & 500' fwl
Well Name: Cisco4-5-2 County: Grand State: Utah Sec. 4
Project Area: CiscoSprings API #: 43-019-31517-00-00 Twp: 20S
Spud Date: 6-Jul-07 Rge: 24E
Field: Greater Cisco Logging Geologist: N. Sharp/A. Rodpotong GL Elev: 4607 ft KB: 4612 ft

Drilling Contr: Major DrillingAmerica Toolpusher: LarryThoren
Surf. Casing: 8 5/8 inch Set @: 163 ft. Cement Date:
Surf. Bit: 12 1/4 inch Out @: 170 ft. Hole size:
Bit #1: In @: Drilling fluid: Air
Bit #2: In @: Mud Pumps: n/a
Bit #3: In @:

Data staitDep0s End Depth Pt. DdHei
7/6/07 Surface 170 ft. 170 ft.

OPERM20NS
Well was spudded @ 10:15 am/10:30 am by Major Dnlling Amenca (# 070-027). Informed @ 2 pm that well
was spuddded 2.5 hours late. Cement (LeGrandJohnson) on location @ 2 pm. 6:00 pm begin trippingout of
hole. 6:50 pm drill bit @ surface. 7:30 pm 1st joint of surface casing in hole. 8:10 pm pumping cement. 8:28
pm cement down both annulus & back side of casing. Finished @8:55 pm. BOP test @ 8 am tomorrow
(7/7/07).

Time Depth Bit Weight Pump PSI Pump SPM Taide RPM Mud Weight Viscosity

n/a n/a n/a n/a n/a n/a n/a n/a

Mud/Chemicals Mixed:

n/a

Mancos Surface 0 n/a n/a n/a n/a

Estimated Tops: n/a n/a ev>
Kd: 1387' GL
Kcm: 1515' GL
Jmbb1615' GL .LA
Jsw: 1865' GL
Je: 2202' GL

OILSHOWS IÑ!SCnKPú0N
n/a n/a

Comments
Four joints (163') of 8 5/8 inch surface casing (24#, J55) was run & cemented in with 100 sacks of Type III cement.

Cisco



Daily Drilling Report
Operator: Running Foxes Petroleum Location: NW SW NW Coord.: 1520' fnl & 500' fwl
Well Name: Cisco4-5-2 County: Grand State: Utah Sec. 4
Project Area: CiscoSprinqs API #: 43-019-31517-00-00 Twp: 20S
Spud Date: 6-Jul-07 Rge: 24E
Field: Greater Cisco Logging Geologist: N. Sharp/A. Rodpotonq GL Elev: 4607 ft. KB: 4612 ft.

Drilling Contr: Major Drilling America Toolpusher: Larry Thoren
Surf. Casing: 8 5/8 inch Set @: 163 ft. Cement Date:
Surf. Bit: 12 1/4 inch Out @: 170 ft Hole size:
Bit #1: In @: Drilling fluid: Air
BIt #2: In @: Mud Pumps: n/a
Bit #3: In @:

7/7/07 170 ft. 170 ft. O ft.
ONS

Informed by Major @6:20 am that cement was still wet after 9 hours. Canceled BOP test set for 8:00 am. On
site @ 7:45 am and found cement in pipe &on backside was stillvery wet and had hardly cured. Left well pad
@ 12:30 pm &cement was in the same condition as it was earlier in the morning. Informed @2:00 pm by
Major that cement was curing and could be ready by 6:00 pm. At 6:30 pm informed that cement has still not
set. As of 9:30 pm cement has still not set. Drilling is posponed until cement hardens.

Time DepBt Bit Weigitt Pump PSI Pump SPM Table RPM Mud Weight ViscosKy

n/a n/a n/a n/a n/a n/a n/a n/a

Mud/Chemicals Mixed:

n/a

Mancos Surface 0 n/a n/a n/a n/a

Desolytion Samples From To
Estimated Tops: n/a n/a
Kd: 1387 GL
Kcm: 1515' GL
Jmbb1615' GL
Jsw: 1865' GL
Je: 2202' GL

010$HOWS DESCRIPflON
n/a n/a

Comments
Four joints (163') of 8 5/8 inch surface casing (24#, JS5) was run & cemented in with 100 sacks of Type III cement.

Cisco



Daily Drilling Report
Operator: Running Foxes Petroleum Location: NW SW NW Coord.: 1520' fnl & 500' fwl
Well Name: Cisco4-5-2 County: Grand State: Utah Sec. 4
Project Area: CiscoSprings API #: 43-019-31517-00-00 Twp: 20S
Spud Date: 6-Jul-07 Rge: 24E
Field: Greater Cisco Logging Geologist: N. Sharp/A. Rodpotonq GL Elev: 4607 ft. KB: 4612 ft.

Drilling Contr: Major DrillingAmerica Toolpusher: Larry Thoren
Surf. Casing: 8 5/8 inch Set @: 163 ft Cement Date:
Surf. Bit: 12 1/4 inch Out @: 170 ft. Hole size:
Bit #1: In @: Drilling fluid: Air
Bit #2: In @: Mud Pumps: n/a
Bit #3: In @:

7/8/07 170 ft. 170 ft. Oft
OggRA¶lONS

Spoke with Major @ 6:45 am and was informed that the cement had not set as of 2:00 am this morning. On
site @ 7:45 am to inspect and cement was still lightlymoist. Will let the cement set overnight &check @ 7:00
am tomorrowJuly 9.

Tbne Depth Bit Weight Pump PSE Pump SPM Table RPM Mud Weight Viscosity
n/a n/a n/a n/a n/a nfa n/a n/a

Mud/Chemicals Mixed:

n/a

Formation Ettier9d Depth Units Ops Sorg Bill Frein TO Recover
Mancos Surface 0 n/a n/a n/a n/a

ensurpeensasapresPro.. To
Estimated Tops: n/a n/a
Kd: 1387' GL
KCm: 1515' GL
Jmbb1615' GL
1sw: 1865' GL
Je: 2202' GL

OII. SHOWS DEW0iËPfló¾
n/a n/a

Comments
Four joints (163') of 8 5/8 inch surface casing (24#, J55) was run & cemented in with 100 sacks of Type III cement.

Cisco



Daily Drilling Report
Operator: Runninq Foxes Petroleum Location: NW SW NW Coord.: 1520' fnl & 500' fwl
Well Name: Cisco4-5-2 County: Grand State: Utah Sec. 4
Project Area: CiscoSprings API #: 43-019-31517-00-00 Twp: 20S
Spud Date: 6-Jul-07 Rge: 24E
Field: Greater Cisco Logging Geologist: N. Sharp/A. Rodpotong GL Elev: 4607 ft. KB: 4612 ft.

Drilling Contr: Major Drilling America Toolpusher: Larry Thoren
Surf. Casing: 8 5/8 inch Set @: Cement Date:
Surf. Bit: 12 1/4 inch Out @: Hole size:
Bit #1: In @: Drilling fluid: Air
Bit #2: In @: Mud Pumps: n/a
Bit #3: In @:

Data Start Deppa End Dipth Ft. OrBInd
7/9/07 Surface Surface 0 ft.

OPERATIONS
Onsite @ 7:30 am to inspect cement. Cement was found to still be wet. Discussed w/Major @8:00 am &
decided to discuss a skidover w/BLM. Spoke w/Eric Jones of the BLM @ 9:00 am &approved a skidover.
Discussed w/Major & decided to move rig 5 feet to the west in order to set new surface. Informed both the
BLM& the State of Utah and there were no objections.

Time Depth Bit Weight Pump PSE Pump SPOS Table RPit aludWeight Viscosty
n/a n/a n/a n/a n/a n/a n/a n/a

Mud/Chemicals Mixed:

n/a

Formason antered Depth unitsens cor&AME FrWW 70 RBCOUBr

Mancos Surface 0 n/a n/a n/a n/a

peseqmonsampos room to
Estimated Tops: n/a n/a
Kd: 1387 GL
Kcm: 1515' GL
Jmbb1615' GL
Jsw: 1865' GL
Je: 2202' GL

OIL SHOWS DESCRIPTION
n/a n/a

Comments
This portion of the drilling only includes the occurrences from 6:00 am to 11:00 am on July 9.

Cisco



Fonn 316 5 UNITED STATES FORMAPPROVED
(February2005) DEPARTMENT OF THE INTERIOR E s

Oh301,007
BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS DIU¯'21"

Do not use this form for proposals to dri/I or to re-enter an 6. If ladian, Allottee or Tribe Name

abandoned well. Use Form 3160 - 3 (APD) for such proposals.

SUBMITIN TRIPLICATE- Otherinstructions on reverse side. 7. IfUnitorCA/Agreement,Nameand/orNo.

l. Type o
ilWell GasWell Other 8. Well Name and No.

2. NameofOperator Cisco 4-5-2A
Running Foxes Petroleum 9. API WellNo.

3a Address 3b. Phone No. (include area code) 43-019-31517

7060 B South Tucson Way Centennial, CO 80112 720-889-0510 10. Field and Pool, or Exploratory Area

4. Locationof Well (Footage, Sec.,T, R , M, or SurveyDescription) Greater Cisco

1520' fnl & 504' fwl NW SW NW 11. Countyor Parish, State

S4 T20S R24E Grand County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NØIIŒ, REPORT, OR GTHER DATA

TYPEOF SUBMISSION TYPE OF ACTION

Acidize Deepen Production (Start/Resume) WaterShut-Off
Notice of Intent Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other
ChangePlans Plugand Abandon Temporarily Abandon Well Name/Location

FinalAbandonment Notice Convertto Injection Plug Back Water Disposal Change

13. Describe Proposed or CompletedOperation(clearly state all pertinentdetails,includingestimated starting dateof any proposedwork and approximate durationthereof
If theproposalis todeependirectionallyor recomplete horizontally,givesubsurface locationsand measured and truevertical depthsof all pertinentmarkers and zones.
Attach theBond under which thework will be performedor providetheBondNo. on filewith BLM/BIA. Required subsequent reports must befiledwithin 30days
followingcompletion of theinvolvedoperations. If theoperation results ina multiple completion or recompletion ina new interval,a Form 3160-4 must befiledonce
testinghasbeencompleted. Final Abandonment Notices must befiledonly after allrequirements, includingreclamation, havebeencompleted, and theoperator has
determinedthatthesite is ready forfinalinspection.)

Running Foxes Petroleum wants to inform the BLM that this well location was moved 4 ft. to the East from its original permitted location. The
original well location was 1520' ful & 500' fwl NW SW NW in Section 4 Township 20S Range 24E. The new well location is 1520' fnl & 504' fwl
NW SW NW in Section 4 Township 20S Range 24E.
The well was skid 4 ft. to the west due to the original surface casing being improperly set. The BLM was verbally consulted and verbally
granted permission for the skid. This skid does not infringe upon any prior spacing regulations.
Running Foxes Petroleum requests that this well name be changed from the Cisco 4-5-2 to the Cisco 4-5-2A. As well a new well location sign has
been erected and placed at the well location. If there are any questions please contact Running Foxes Petroleum via the aforementioned contact
information above.

14. I hereby certify thatthe foregoing is true and correct
Name (Printed/Typed)

p TitateeGeologist

10/01/2007

- TRIS S E FOR FEDERAL OR STATE OFFICE USE

.Appoved Title Date
Conditionsof approval,if any, are attached. Approval of thisnotice doesnot warrant or
certify thatthe applicant holdslegalor equitable titleto those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.
Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crime forany person knowinglyand willfully to make to any department n aflhe United
Statesany false,fictitiousor fraudulent statements or representations as to any matter within itsjurisdiction REC tu
(Instructions on page 2)

OCT052007

DN.0F01L,GAS&



STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-7218

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL:
LL

SLL DRY OTHER 7. UNITor CA AGREEMENT NAME

b. TYPE OF WORK: 8. WELL NAMEand NUMBER:
W HOR Z. EP-

TRY
EFSFŸR.

OTHER Cisco 4-5-2
2.NAMEOFOPERATOR: 9.APINUMBER:

Running Foxes Petroleum, Inc. 4301931517
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

7060B S. Tucson Way crry Centennial STATE ÛÛ ZIP 80112 (720) 889-0510 Greater Cisco
4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
AT SURFACE: 1520' fril& 500' fwl NW SW NW SWNW 4 20S 24E
AT TOP PRODUCING INTERVALREPORTED BELOW: Sarne as above

12. COUNTY 13. STATE
AT TOTALDEPTH: Sarne as above Grand UTAH

14. DATE SPUDDED: 15. DATET.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

7/6/2007 7/6/2007 g) gt ABANDONED READYTOPRODUCE 4607' GL; 4612' KB
18. TOTAL DEPTH: MD gg * 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD

PLUG SET:
TVD TVD TVD

22. TYPE ELECTRICAND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

n/a WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGEDCEMHENTER CNEMENFSACPKES VOLSWMRE
BL) CEMENT TOP ** AMOUNTPULLED

12 1/4" 8 5/8" J55 24# 0 170 100 yge y Surface

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

n/a
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) gjg Open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH 1NTERVAL AMOUNTANDTYPE OF MATERlAL

n/a

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY P&A
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIF1CAT10N CORE ANALYS1S OTHER:

RECEIVED
(5/2000) (CONTINUEDON BACK)

OCT19 2007
DIV.0F0lL,GAS&



r 31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURSTESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SlZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:

INTERVALB (As shown in Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -*

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:

INTERVALD (As shown In Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof:Cored intervals and all driff-stem tests, including depth interval
tested, cushion used, timetoolopen, flowing and shut-inpressures and recoveries.

Formation o o m Descriptions, Contents, etc. Name (Measu
edp

Depth)

Mancos 0 170 Shale

n/a

35. ADDITIONALREMARK: (Include plugg ng procedure)

36. I hereby certifythat the foregoing and attached Information is complete and correct as determined from all availablerecords,

NAME(PLEASE PRI eil D. Sharp TITLE Geologist

SIGNATURE DATE 10/17/2007

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.

** ITEM24: Cement Top-Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL), temperaturesurvey (TS)).

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



O
STATE OF UTAH AMENDEDREPORT FORM 8

DEPARTMENTOF NATURALRESOURCES (highlight changes)
DIVISIONOF OIL, GAS AND MINING $ LEASE D6$lGNATION AND SERAL NUMBER

UTU 7218
6 IF INDIAN,ALLOTTEEOR TRIBE NAME

WELL COMPLETIONOR RECOMPLETION REPORT AND LOG
la TYP OF WELL O LLL

LL DRY OTHER 7 UNITor CA AGREEWENTMAME

b TYPE OF WORK: 8 WELLNAMEand NUMBER:
W HORSIZ EP-

RY
EFSFŸR

OTHER P & A CISCO 4-5-2A
2 NAMEOFOPERATOR: 9 APINUMBER.

Running Foxes Petroleum 4301931517
3 ADDRESSOF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT
7060-B S. Tucson Way cov Centennial wi = CO ze 80112 (720) 889-0510 Greater Cisco

4 LOCATIONOF WELL(FOOTAGES) 11 QTR)QTR, SECTION, TOWNSHIP, RANGE,
MERIDIAN:

ATSURFACE 1520' FNL / 504' FWL
SWNW 4 20S 24E 6

AT TOP PRODUCING INTERVALREPORTED BELOW

12 COURCf 13 STATEAT TOTALDEPTH:
Gra nd UTAH

14 DATESPUDDEEX 15 DATETD REACHED: 16 DATECOMPLEFED: 17 ELEVATIONS(DF, RKB, RT, GL):
7/6/2007 7/14/2007 7/14/2007 ABANDONED READYTOPRODUCE 4607' G<

18 TOTALDEPTH: MD 1,698 19 PLUG BACKTO MD 1,663 20 IF MULTlPLECOMPLET10NS, HOW MANY7* 21 DEPTH BRIDGE MD 1,663PLUGSET:
TVD TVD TVD

22 TYPE ELECTRICANDOTHER MECHANICALLOGS RUN (Subtrit copyof each) 23

WAS WELLCORED9 NO YES (Submit analysis)Pulsed Neutron Gamma Ray
WAS DST RUND NO YES (Submit report)
DIRECTIONALEURVEY? NO YES (Submitcopy)

24. CASING AND LINER RECORD eport all strings set In well)

HOLESiZE SIZEiGRADE WEIGHT(#th.) TOP{MDi BOTTOM(MD}
STAGECEMENTER CNEMENTTPE

E CEMENTTOP * AMOUNTPLILLED

11" 8 5/8 J55 24# 0 163 Type m 100 Surface
6.75" 4 1/2 J55 10.5# O 1,687 ClassA 120 1300'

25. TUB GRECORD

DEFTHSET(MD) PACKERSET(MD) Sl2E DEPTHSET(MD) PAGKERSET(MD) S1'E DEFTHSET(MD) PACKERSET(MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD
FORMATlONNAME TOP (MD) BOTTOM{MD) TOP (TVD) BOTTOM(TVD) INTERVALiToplBot -MD) 512E NO HOLES PERFORATIONSTATUS

(A) Open Sqwd

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAUMECHANICALLOGS GEOLOGICREPORT DST REPORT DIRECTlONALSURVEY P&ASUNDRY NOTICE FOR PLUGGINGAND CEMENTVERIFICATION CORE ANALYSIS OTHER:

s/2cœi (CONTINUED ON



31. INITIALPRODUCTION INTERVALA (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: BG. PRESS. CSG. PRESS. API GRAV1TY BTU - GAS GAS/OILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: BG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOlL RATlO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALC (As shown in item #26)

DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OlL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. AP1GRAVITY BTU - GAS GAS/OILRATIO 24 HR PRODUCTION 01L - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALD (As shown in item #26)

DATEFIRSTPRODUCED: TESTDATE: HOURSTESTED: TESTPRODUCTlON 01L-BBL: GAS-MCF: WATER-BBL: PROD.METHOD:
RATES: -+

CHOKE S1ZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTON OIL- BBL: GAS- MCF: WATER - BBL: 1NTERVALSTATUS:
RATES:

32. DISPOSITIONOF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION(Log) MARKERS:

Show all important zones of porosity andcontents thereof: Cored intervals and all drill-stem tests, including depth interval
tested,cushionused, timetoolopen, flowingand shut-inpressures ard recoveries.

Formation Descriptions, Contents, etc. Name (Measur
dp

Depth)

Mancos 1,433 Shale
Dakota 1,433 1,628 Sand, Shale
Brushy Basin 1,628 1,698 Sand, Shale

35. ADDmONAL REMARK: (Include plugg ng procedure)

P&A operations completed on 9-9-2010. Plugging procedures submitted on sundry dated 9-20-2010.

36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASE PRlNT) Rolando D. n ides n TITLE V.P. Engineering

SIGNATURE DATE 6/7/2011

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantlydeepening an existing well bore below the previous bottom-hole depth
e recompleting to a diflerent producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from twoor more formations.
** ITEM24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR),calculated (CAL),æment bond log (CBL),temperaturesurvey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340 RECENED
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah
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